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PRODUcT Overview

SOLDER FLUXES
for zinc

for copper
for copper pipe installation

for stainless steel
for lead

for all metals except aluminium
for radiator production

for aluminium
for brass

SOLDER PASTES
for copper pipe installation

for soldering and tinning
for soldering of absorber plates

BRAZING FLUXES
for silver alloys

BRAZING / WELDING POWDER
for copper, brass, steel ...

for aluminium

HARDENING POWDER

BRAZING ALLOYS
brazing and silver alloys

for pipe installation as per DVGW
for copper materials

cadmiumfree silver alloys
three-substance-alloys

cadmium containing silver alloys
for refrigeration and air conditioning

METALS 
bars, plates, strings

solder wires
solder wires with flux

solder wires with flux, lead-free 

FILLER METALS

ACCESSORIES
sprays

absorber cartridges 
cleaning material

sealing material
heat protection  
miscellaneous
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is a ready-to-use solder flux DIN EN 
29454-1 3.2.2.A (F-SW 11) for soft-solde-
ring of titanium zinc, galvanized steel  
sheet material and high-purity zinc. ama-
san solder fluid ZWN has excellent oxide- 
releasing characteristics. The zinc does not 
get damaged by ZWN, therefore retains its 
corrosion resistance and its stability.
article no.: 2012511
dispensing pencil cont. 25 ml
article no.: 2012011
bottle containing 120 g
article no.: 2025011
bottle containing 250 g
article no.: 2075011
bottle containing 1.000 g 

amasan solder fluid ZWN

amasan solder fluid ZW-witt

amasan solder fluid VA94

DIN EN 29454-1 3.2.2.A (F-SW 11) takes 
care for an optimal soldering joint of zinc 
sheet “preweathered” and highly oxidized 
titanium zinc, The artificially generated 
weathering and the passivation of the 
sheets effected by some manufacturers 
does not cause any problems to amasan 
solder fluid ZW-witt. 
article no.: 2412511
dispensing pencil cont. 25 ml
article no.: 2425011
bottle containing 250 g 
article no.: 2400111
bottle containing 1.000 g 

DIN EN 29454-1 3.2.1.A (F-SW 13) for 
soft-soldering of roof gutters and 
downpipes made of stainless steel, tinned.
article no.: 2412521
dispensing pencil cont. 25 ml
article no.: 2400121
bottle containing 1.000 g

amasan solder fluid CWKamasan solder fluid ZWS

- highly active -
is a ready-to-use solder flux DIN EN 
29454-1 3.2.2.A (F-SW 11) for soft-
soldering of highly oxidized titanium zinc, 
galvanized steel sheet material and high-
purity zinc. amasan solder fluid ZWS 
enables a quick and reliable soldering, and 
good joining of overlapping soldering seams, 
due to the thorough wetting achieved.
article no.: 2112511
dispensing pencil cont. 25 ml
article no.: 2125011
bottle containing 250 g
article no.: 2175011
bottle containing 1.000 g 

DIN EN 29454-1 3.1.1.A (F-SW 21), soft-
soldering of sheets, roof gutters and 
downpipes made of copper.
article no.: 2212511
dispensing pencil cont. 25 ml
article no.: 2220011
bottle containing 250 g
article no.: 2275011
bottle containing 1.000 g

is a special flux for soldering of lead as per 
DIN EN 29454-1 2.2.1.B (F-SW 23).
article no.: 1015023
dimensions: 20 mm Ø x 150 mm

amasan soft solder paste CP3

flux with metal content consisting of solder 
powder S-Sn97Cu3 (L-SnCu3) DIN EN 
29453 and flux DIN EN 29454-1 3.1.1.C  
(F-SW 21) for soft soldering of sheets, roof 
gutters and downpipes made of copper 
with amasan special soft solder material 
SD3 or bar tin 97/3.
article no.: 5225097
bottle containing 250 g
article no.: 5250097
bottle containing 500 g

amasan solder oil RST

DIN EN 29454-1 3.2.2.A (F-SW 11), soft  
solder flux for stainless steel.
article no.: 2304511
dispensing pencil cont. 25 ml
article no.: 2310011
bottle containing 50 ml
article no.: 2350011
bottle containing 250 ml
article no.: 2300111
bottle containing 500 ml

is a flux for soldering lead DIN EN 29454-1 
2.2.1.A (F-SW 23).
article no.: 2400123
bottle containing 1.000 g
article no.: 2400523
can containing 5.000 g

amasan stearin solder pin

amasan stearin oil Pb23

amasan solder paste  
LF No. 3

for soft-soldering of fittings. Flux DIN EN 
29454-1 3.1.1.C (F-SW 21) and soft solder 
powder made of S-Sn97Cu3 (L-SnCu3) 
DIN EN ISO 9453. Suitable for cold water-, 
hot water-, and heating installations up to 
110°C with copper pipes as per DVGW-
working leaflet GW 2 and GW 7.
DVGW test mark: DV-0101AP2021 (Fl 
002) and RAL quality mark
article no.: 5110097
box containing 100 g
article no.: 5125097
box containing 250 g

amasan solder paste  
LF No. 4

flux DIN EN 29454-1 3.1.1.C (F-SW 21) 
and soft solder powder made of DIN EN 
ISO 9453 S-Sn97Ag3 (L-SnAg5). For 
suitability see details under ‘solder paste 
LF No. 3’.
DVGW test mark: DV-0101AQ2045 (Fl 
062) and RAL quality mark
article no.: 5225005
box containing 250 g

amasan solder paste 
LF No. 1

flux DIN EN 29454-1 3.1.1.C (F-SW 21) 
and soft solder powder made of DIN 
EN ISO 9453 S-Pb50Sn50 (L-Sn50Pb). 
Suitable for installation with copper pipes.
Not allowed for drinking-water installations.
article no.: 5025050
box containing 250 g

flux for soldering fittings DIN EN 29454-1 
3.1.1.C (F-SW 21) as per DVGW-working 
leaflet GW 7. This flux is extremely well-
suited for soft soldering in cold- and hot 
water installations with copper pipes. It is 
water-soluble; the negligible residues left 
behind can be quickly and fully flushed 
out of the installation after completion of 
work. amasan soft solder flux FT has been 
approved by DVGW.
DVGW test mark: DV-0101AP2020 (Fl 
001) and RAL quality mark
article no.: 1063522
tube containing 35 g
article no.: 1065522
tube containing 70 g
article no.: 1062522
box containing 125 g

amasan soft solder flux FT

water-soluble flux DIN EN 29454-1 3.1.1.A 
(F-SW 21) for soft-soldering in cold- and 
hot water installations with copper pipes 
according to DVGW-working leaflet GW 7. 
amasan flux C65 allows a quick, reliable 
soldering and a very strong soldering joint.
DVGW test mark: DV-0101AP2022 (Fl 
025) and RAL quality mark
article no.: 1012521
dispensing pencil cont. 25 ml
article no.: 1010021
bottle containing 125 g
article no.: 1035021
bottle containing 500 g

amasan flux C65

amasan flux PMF

free from zinc chloride, ecofriendly, skin-
friendly – flux for fittings DIN EN 29454-1 
2.1.2.C (F-SW 25) as per DVGW-working 
leaflet GW 7. Suitable for cold- and warm 
water- as well as heating installation up to 
110°C with copper pipes as per DVGW-
working leaflet GW 2.
article no.: 1062525
box containing 125 g

amasan solder paste Floramet

free from zinc chloride, ecofriendly, skin-
friendly – flux for soft-soldering of fittings. 
Flux DIN EN 29454-1 2.1.2.C (F-SW 25) 
and solder powder S-Sn97Cu3 (L-SnCu3) 
DIN EN ISO 9453 as per DVGW-working 
leaflet GW 7. Suitable for cold- and warm 
water- as well as heating installation up to 
110°C with copper pipes as per DVGW-
working leaflet GW 2. DVGW test mark: 
DV-0101AP2023 (FL 055).
article no.: 5325097
box containing 250 g
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ready-to-use flux DIN EN 29454-1 3.1.1.A 
(F-SW 12) for soft-soldering of all metals 
except light metals or alloys.
article no.: 2012512
dispensing pencil cont. 25 ml
article no.: 2003012
bottle containing 30 ml
article no.: 2006012
bottle containing 50 ml
article no.: 2013512
bottle containing 100 ml
article no.: 2033512
bottle containing 250 ml
article no.: 2067512
bottle containing 500 ml
article no.: 2001312
bottle containing 1.000 ml

amasan solder fluid CLW

DIN EN 29454-1 3.1.1.A (F-SW 12) for 
general soldering operations. Can be 
diluted up to ten times with water.
article no.: 2000112
bottle containing 1 kg (500 ml)
article no.: 2000512
can containing 5 kg (2.500 ml)

amasan flux concentrate CL12

amasan solder grease

flux DIN EN 29454-1 3.1.1.C (F-SW 21) for 
soft-soldering and tinning in combination 
with solid solder wire or solder bars.
article no.: 1005021
box containing 20 g
article no.: 1006621
box containing 50 g
article no.: 1008021
box containing 100 g
article no.: 1025021
box containing 250 g
article no.: 1050021
box containing 500 g
article no.: 1000121
box containing 1.000 g
article no.: 1000521
bucket containing 5 kg
article no.: 1001021
bucket containing 10 kg

amasan flux C66

ready-to-use soft-soldering flux DIN EN 
29454-1 3.1.1.A (F-SW 12) for soldering of 
sheets and pipes made of copper, brass, 
iron, zinc and lead. amasan flux C66 has 
an excellent oxide-releasing and cleaning 
effect. It enables a quick, reliable soldering 
operation and also ensures a very firm 
soldering joint.
article no.: 1012512
dispensing pencil cont. 25 ml
article no.: 1010012
bottle containing 125 g
article no.: 1035012
bottle containing 500 g

amasan solder essence KLW

concentrated flux DIN EN 29454-1 3.1.1.A 
(F-SW 12) for coolers/radiators and repair 
operations. Can be diluted four to eight 
times with water.
article no.: 2011012
can containing 10 kg
article no.: 2012012
can containing 20 kg
article no.: 2014012
can containing 40 kg

amasan solder tincture ELC

ready-to-use strong flux containing alcohol 
for manual and mechanical soldering. 
Especially suitable for resistance soldering.
article no.: 2000121
bottle containing 1.000 ml
article no.: 7102021
can containing 20 kg

amasan flux ALU33

DIN EN 29454-1 2.1.2.C for soft-soldering 
of aluminium and aluminium alloys.
article no.: 7010033
bottle containing 100 g
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amasan solder paste VSN

flux DIN EN 29454-1 3.1.1.C (F-SW 21) 
and 60 weight-% metal powder of different 
alloys for soft-soldering and tinning in micro 
mechanics and metal industry.
Other alloys available on request.

VSN 25 % (25 % tin, 75 % lead)
alloy: S-Pb75Sn25
article no.: 5425025
box containing 250 g
article no.: 5400125
box containing 1.000 g

VSN 30 % (30 % tin, 70 % lead)
alloy: S-Pb70Sn30 DIN EN ISO 9453
article no.: 5410030
box containing 100 g
article no.: 5425030
box containing 250 g
article no.: 5450030
box containing 500 g
article no.: 5400130
box containing 1.000 g

VSN 40 % (40 % tin, 60 % lead)
alloy: S-Pb60Sn40 DIN EN ISO 9453
article no.: 5410040
box containing 100 g
article no.: 5425040
box containing 250 g
article no.: 5450040
box containing 500 g
article no.: 5400140
box containing 1.000 g

VSN 50 % (50 % tin, 50 % lead)
alloy: S-Pb50Sn50 DIN EN ISO 9453
article no.: 5425050
box containing 250 g
article no.: 5450050
box containing 500 g
article no.: 5400150
box containing 1.000 g

VSN 60 % (60 % tin, 40 % lead)
alloy: S-Sn60Pb40 DIN EN ISO 9453
article no.: 5410060
box containing 100 g
article no.: 5425060
box containing 250 g
article no.: 5450060
box containing 500 g
article no.: 5400160
box containing 1.000 g

amasan solder paste WSN

made of metal powder of various alloys 
with 80 weight-% and flux DIN EN 29454-1 
3.1.1.C (F-SW 21). For soft-soldering and 
tinning of copper, brass, iron and tinplate. 
For tinning the solder paste WSN is applied 
like a coat of paint on the surface to be 
tinned and is heated with a flame. Next, the 
residues are wiped off with a moist piece 
of cloth.

WSN 25 % (25 % tin, 75 % lead)
alloy: S-Pb75Sn25
article no.: 5310025
box containing 100 g
article no.: 5325025
box containing 250 g
article no.: 5300125
box containing 1.000 g

WSN 30 % (30 % tin, 70 % lead)
alloy: S-Pb70Sn30 DIN EN ISO 9453
article no.: 5310030
box containing 100 g
article no.: 5325030
box containing 250 g
article no.: 5350030
box containing 500 g
article no.: 5300130
box containing 1.000 g

WSN 40 % (40 % tin, 60 % lead)
alloy: S-Pb60Sn40 DIN EN ISO 9453
article no.: 5310040
box containing 100 g
article no.: 5325040
box containing 250 g
article no.: 5350040
box containing 500 g
article no.: 5300140
box containing 1.000 g

WSN 50 % (50 % tin, 50 % lead)
alloy: S-Pb50Sn50 DIN EN ISO 9453
article no.: 5310050
box containing 100 g
article no.: 5325050
box containing 250 g
article no.: 5350050
box containing 500 g
article no.: 5300150
box containing 1.000 g

WSN 60 % (60 % tin, 40 % lead)
alloy: S-Sn60Pb40 DIN EN ISO 9453
article no.: 5310060
box containing 100 g
article no.: 5325060
box containing 250 g
article no.: 5350060
box containing 500 g
article no.: 5300160
box containing 1.000 g

WSN 97 % (97 % tin, 3 % copper)
alloy: S-Sn97Cu3 DIN EN ISO 9453
article no.: 5310097
box containing 100 g
article no.: 5325097
box containing 250 g
article no.: 5350097
box containing 500 g
article no.: 5300197
box containing 1.000 g

WSN pure tin (99,9 % tin)
alloy: S-Sn99
article no.: 5310099
box containing 100 g
article no.: 5325099
box containing 250 g
article no.: 5350099
box containing 500 g
article no.: 5300199
box containing 1.000 g
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amasan solder fluid bottle, 
blue

amasan hydrochloric acid 
bottle, yellow

amasan solder fluid bottle,  
yellow

amasan hydrochloric acid 
bottle, blue

Metal sprays

For protection and optical 
upgrading for copper, zinc, 
brass a.s.o.
See pages 32/33.
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bottle suitable for mounting or workshop 
made of synthetic material, blue, with a 
white screw cap. Due to its large basal 
surface it remains stable even on sloping 
surfaces.
article no.: 4105575
basal surface 55 × 75 mm
cubic capacity 150 ml

as above, with the bottle being yellow in-
stead of blue, for hydrochloric acid.
article no.: 4205575
basal surface 55 × 75 mm
cubic capacity 150 ml

with blue retaining strap screw joint (fasten-
ed at the bottle). For mounting or workshop 
in cylindric form. 
article no.: 4106060
article no.: 4116060 with run-out-stop
basal surface 60 x 60 mm, height 85 mm, 
cubic capacity 150 ml

with yellow retaining strap screw joint  
(fastened at the bottle). For mounting or 
workshop in cylindric form.
article no.: 4206060
article no.: 4216060 with run-out-stop
basal surface 60 x 60 mm, height 85 mm, 
cubic capacity 150 ml

amasan ammonium chloride 
stone, compressed

is a cleaning medium for the copper piece 
of the soldering iron which is available in 
three different sizes. The size 100 x 50 x 
25 mm is supplied in a plastic box.
article no.: 3106520
size: 65 x 45 x 20 mm
article no.: 3106540
size: 65 x 45 x 40 mm
article no.: 3109820
size: 100 x 50 x 25 mm 

amasan ammonium chloride 
stone

Is a cleaning medium for the copper 
piece of the soldering iron. The amasan 
ammonium chloride soldering stone is 
applied at the contact point of the hot 
soldering copper bit for melting - the 
easiest way to remove oxides since the 
time consuming and complicated abrading 
process is no longer necessary. After 
cooling the ammonium chloride soldering 
stone solidifies.
article no.: 3007500
box size 1 = 75 mm Ø

amasan fix solder stone

Press heated soldering iron on the amasan 
fix solder stone without rubbing back and 
forth. Cleans and tins the copper-bit. No 
need to tin the copper-bit with solder bars. 
The amasan fix solder stone melts at the 
contact point. After cooling the amasan fix 
solder stone gets solid again. Composition 
in connection with copper protection alloy 
spares the copper-bit.
article no.: 3007501
box size 1 = 75 mm Ø

amasan solder fluid brush

sheet-metal brush with black, genuine 
Chinese bristles. The brushes are 
suitable for applying solder fluid, fluxes, 
hydrochloric acid, solder pastes, solder 
grease and drilling oil. They are supplied 
in packing bags of 25 pcs. each, and are 
available in four different sizes.
article no.: 4013509
size 1: 9 x 135 mm
article no.: 4013511
size 2: 11 x 135 mm
article no.: 4013513
size 3: 13 x 140 mm
article no.: 4013515
size 4: 15 x 140 mm

amasan plastic brush

with black horsehair for application of 
fluxes, solder pastes and solder grease.
article no.: 4013507
size 4: long, barrel made of plastic 
barrel 9 cm, 20 mm bristles

amasan copper spray

A high-quality metal spray with outstanding 
weather resistance and excellent adhesi-
on. Used as a protective and decorative 
coating it provides an attractive finish for 
indoor and outdoor applications. It is also 
used for visual enhancement (coppering) 
of surfaces and components made of vari-
ous metals. Application: on metal window 
sills, on roof gutters and downpipes, for 
outdoor lights and mail boxes, handicrafts 
and decorative work.
article no.: 4004400
spray-tin of 400 ml

amasan cleaner VA24

for removing flux residues from tinned 
stainless steel.
article no.: 7200124
bottle containing 1.000 g

amasan cleaning fleece
- metal-free -

for quick cleaning of pipes and tubes 
without causing serrations or scratches. No 
metal abrasion and therefore reduction in 
the possibility of damages due to corrosion. 
amasan cleaning fleece is resistant to 
solvents and is therefore also suitable for 
removing greasy and oily residues. It can 
be used several times, since it can be 
cleaned by washing, knocking or blowing-
off.
article no.: 4012560
size: 60 x 130 mm, package of 10 pcs. 
article no.: 4010010
size: 10 mm x 10 m, roll

amasan fittings brushes

(pipe brushes) to clean and remove the 
oxide-film from the fittings and copper 
pipes. V2A-wires 0,15 mm with wooden 
grasp.
article no.: 4400008
fittings brush - Ø 8 mm 
article no.: 4400010
fittings brush - Ø 10 mm
article no.: 4400012
fittings brush - Ø 12 mm
article no.: 4400015
fittings brush - Ø 15 mm
article no.: 4400018
fittings brush - Ø 18 mm
article no.: 4400022
fittings brush - Ø 22 mm
article no.: 4400028
fittings brush - Ø 28 mm
article no.: 4400035
fittings brush - Ø 35 mm

wire brush

brass brush with wooden handle, very 
sturdy design. For cleaning of extremely 
dirty workpieces.
article no.: 4000520
handle : 70 x 18 x 38 mm
bristles : 5 x 20 mm,  
2 rows of 8 bristles each

Klosa drain cleaner 
- highly active -

cold water soluble, removes pipe obstruc-
tions quickly and gently.
article no.: 9000100
box with 1000 g
article no.: 9000500
bucket with 5 kg
article no.: 9001000
bucket with 10 kg

amasan leak detection spray 
(FCKW-free)

Environment-friendly foaming agent, DIN-
DVGW approval. For quick, easy and reli-
able detection of cracks or porous areas in 
pressure pipelines. amasan leak detection 
spray does not form any dangerous com-
pounds with the following gases: carbon 
dioxide (CO²), propane, butane, acetylene, 
hydrogen, natural gas and town gas, nitro-
gen, nitrous oxide (N²O) and fluorocarbon 
hydrogen. amasan leak detection spray is 
not combustible. It is anti-corrosive and can 
be tolerated by the skin, DVGW-tested.
article no.: 4000400
spray-tin of 400 ml

amasan stopper

made of synthetic material, only suitable 
for leak-tightness testing.
article no.: 4000038
3/8” white
article no.: 4000012
1/2” white
article no.: 4000034
3/4” white
article no.: 4000010
1” white

made of synthetic material, with metal 
thread (resistant to hot water).
article no.: 4000138
3/8” white
article no.: 4000112
1/2” white
article no.: 4000134
3/4” white
article no.: 4000110
1” white
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PTFE  sealing tape GRp

for coarse threads DN 50 as per DIN EN 
751-3 (100 g/m²)
article no.: 4011250
12 mm width, 12 m length

PTFE  sealing tape FRp

for fine threads DN 10 as per DIN EN 
751-3 (60 g/m²)
article no.: 4011210
12 mm width, 12 m length

Loctite 55 pipe thread sealant

for sealing metal threaded and the majority 
of plastic threaded pipe joints in industrial 
and household installation systems up to a 
diameter of 6’’ (150 mm), of cylindric/conic 
threads as per DIN 1999-1 resp. ISO 7/1 
and cylindric/cylindric threads as per ISO 
228-1. DVGW-Reg.-No. DV-5142AU0166
article no.: 4010055
dispenser with 150 m
article no.: 4005055
dispenser with 50 m

TWINEFLON  
pipe thread sealant

revolutionary, patented pipe thread sealant 
made of 100% P.T.F.E. for sealing metal 
and plastic threaded pipe joints.  
Temperature-resistant between -200°C and 
+240°C and against nearly all chemicals, 
oils and gases. Replaces all other thread 
sealants.
article no.: 4015056
dispenser with 175 m

flax

Ital. Mazzoni Ia Extra (customs tariff 5301).
guarantee stamp
article no.: 4003220
plait with 200 g approx.

genuine canaber, pure hemp

Ital. silk hemp special (customs tariff 5302) 
with guarantee stamp.
article no.: 4006220
plait with 200 g

„Hanfi“ - hemp dispenser

made of metal, for hemp reel with 80 g.
article no.: 4005221

hemp ball

wound in shrink packing.
article no.: 4005100
ball with 100 g

hemp reel

wound around paper core.
article no.: 4005220
reel with 80 g

disan sealing paste

non-toxic sealing paste for household  
installation, gas-, water- (also drinking  
water-) and heating-systems. For metal 
thread joints in connection with hemp  
-20° C to +100° C
article no.: 4003150
box with 150 g
article no.: 4003200
box with 200 g
article no.: 4003300
box with 300 g

amasan vaseline white

free from resin and acid. For battery poles, 
battery connection and other electrical 
contacts. Avoids development of salt.
article no.: 9006000
tube with 60 g
article no.: 9004000
tube with 40 g

amasan leak detection fluid

For quick, easy and reliable detection of 
cracks or porous areas in pressure pipe-
lines. amasan leak detection fluid does not 
form any dangerous compounds with the 
following gases: carbon dioxide (CO²), pro-
pane, butane, acetylene, hydrogen, natural 
gas and town gas, nitrogen, nitrous oxide 
(N²O) and fluorocarbon hydrogen. amasan 
leak detection fluid is not combustible. It is 
anti-corrosive and can be tolerated by the 
skin, DVGW-tested.
article no.: 4001000
bottle with 1000 ml
article no.: 4005000
canister with 5 litres
article no.: 4010000
canister with 10 litres

amasan vaseline 5200

technical vaseline, odour- and tasteless, 
neutrally reacting, air-stable. Applicable 
as machine lubricant, antirust protection, 
bicycle-, roll- and fitting grease, lubricant, 
launching grease and more.
article no.: 5200025
bucket with 2 kg

amasan thermal compound T12

is a chemically neutral, white, non-trans-
parent silicon paste with good heat con-
ductivity and heat resistance until 200°C. 
It is used as fill-expedient which carries off 
heat between the contact surfaces of the 
semiconductors and radiators. 
Temperature range: -30°C to +200°C.
article no.: 8000512
tube with injection point containing 5 g 
article no.: 8003513
tube with injection point containing 35 g 
article no.: 8010014
tube with injection point containing 100 g 
article no.: 8025015
box containing 250 g
article no.: 8050015
box containing 500 g
article no.: 8000115
box containing 1000 g

amasan leak detection spray 
(FCKW-free)

see above, as spray.
article no.: 4000400
spray-tin with 400 ml

amasan lubricant 

for all pluggable pipes made of plastic and 
other materials. Approved as per KTW  
recommendation of BGA.
article no.: 4002250
tube with 250 g
article no.: 4002500
tube with 500 g
article no.: 4002501
bucket with 1 kg

amasan marking color, blue

article no.: 4050001
bottle with 500 ml
article no.: 4000101
bottle with 1000 ml

amasan lubricant 

green-transparent, biodegradable, for all 
pluggable pipes made of plastic and other 
materials. Approved as per KTW recom-
mendation of BGA.
article no.: 4750000
bottle with 500 g

amasan welding protection 
paste 
prevents burning-in of sparks at the nozzle 
at gas-shielded welding.
article no.: 4005300
box with 300 g

amasan bio welding protection, 
liquid
prevents adhesion of welding splashes at 
gas nozzles and work piece surfaces wi-
thout affecting the welded joint. Free from 
hydrogen chloride and other solvents and 
silicons.
article no.: 4005005
canister with 5 litres
article no.: 4005010
canister with 10 litres
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amasan aluminium spray

is resistant to most acids and lyes and 
weathering. With aluminum pigments of 
a purity of <> 99,5% it offers excellent 
corrosion prevention for all metal surfaces 
combined with a high-temperature 
resistance allowing exposures up to 
+800°C. 
Application: 
air conditioning, refrigeration and 
ventilation systems, in furnaces, on 
pipelines and machine housings, on 
exhaust systems, on fibre-glass car body 
components, in model construction, arts 
crafts and toy production.
article no.: 4001400
spray-tin of 400 ml

amasan copper spray

is a high-quality metal spray with 
outstanding weather resistance and 
excellent adhesion. Used as a protective 
and decorative coating it provides an 
attractive finish for indoor and outdoor 
applications. It is also used for visual 
enhancement (coppering) of surfaces and 
components made of various metals.
Application: 
on metal window sills, on roof gutters and 
downpipes, for outdoor lights and mail 
boxes, handicrafts and decorative work.
article no.: 4004400
spray-tin of 400 ml

amasan zinc spray

The fast-drying amasan zinc spray offers 
longlasting protection against corrosion of 
all metals. It is a zinc rich cold galvanizing 
compound providing durable cathodic 
corrosion protection for all metal surfaces. 
amasan zinc spray is dust-dry after 15-
30 minutes and can be filled and painted 
without pretreatment after approx. 12 
hours. The temperature resistance is up to 
500°C. 
Application: 
as highly effective anti-rust primer, e.g. for 
car body painting, for touching up drilled, 
cut or welded sections, as conductive 
intermediate layer in spot welding, 
wherever metal must be protected against 
corrosion.
article no.: 4002400
spray-tin of 400 ml

amasan stainless steel spray

is a corrosion- and weather-resistant 
surface coating. Its outstanding chemical 
resistance permits its use wherever reliable 
and effective surface protection is required. 
The alloy contains chromium, nickel and 
manganese. 
Application: 
for repair of damaged stainless steel 
parts, on truck and trailer bodies, silos 
and pipelines, all types of outdoor uses, 
due to excellent weather resistance, for 
visual enhancement of glass, wood, stone, 
ceramics and most plastics, for decorative 
purposes. amasan stainless steel spray 
is dust-dry within approx. 10 minutes and 
attains full adhesion and abrasion strength 
within 4-6 hours after application. It 
withstands a short term  high temperature 
exposure of up to 300°C.
article no.: 4012400
spray-tin of 400 ml

amasan brass spray

is a genuine brass coating spray. It is used 
for the protection and visual enhancement 
of a wide variety of materials. 
Application: 
for restoration work, for decorative 
purposes, e.g. picture frames, handicrafts, 
hobbies and do-it-yourself, for touching-
up yellow-chromatized parts after drilling, 
welding or milling.

article no.: 4011400
spray-tin of 400 ml

amasan zinc spray - bright -

besides the before mentioned applications 
it is mainly used for touching up scratched 
hot galvanized parts in matching colour. 
The temperature resistance is up to 500°C. 
article no.: 4006400
spray-tin of 400 ml

amasan rust loosening and 
contact spray

has excellent creeping properties thus 
penetrating even the smallest cavities. 
The 3-way spray valve allows spraying in 
any position (even overhead). The 6-fold 
function makes it indispensable in repair, 
service and maintenance work.
Application: 
loosens rust on screws, bolts, pipes 
and joints, displaces water from ignition 
contacts and electrical leads, ensures 
contact on distributor caps, gives lasting 
protection against corrosion, lubricates 
sliding surfaces, protects and cleans brake 
linkages, Bowden cabels, chains of all 
kinds and keeps them operational.
article no.: 4007400
spray-tin of 300 ml

amasan chain and rope spray

is a transparent synthetic lubricant for 
highly stressed parts. It reliably prevents 
elongation, friction and wear on high-speed 
chains. amasan chain and rope spray has 
outstanding adhesion, creeping and water 
repellent properties. Even under highest 
stresses it withstands all weathering in-
fluences and due to its excellent creeping 
properties it ensures long-term lubrication 
even in the smallest gaps. Compatible with 
plastics and elastomers (e.g. “O” rings in 
chains): Resistant to PTFE, polyamide 
(PA), neoprene and butadiene rubber. 
Limited resistance to polypropylene (PP), 
low density polyethylene (LDPE) and po-
lycarbonate (PC). Application: chains and 
wire ropes of all types, bearings, toothed 
and worm gears, roller and ball bearings, 
all kinds of joints and couplings.
article no.: 4010400
spray-tin of 400 ml

amasan welding protection 
spray

(silicon-free) is a protection of the work 
piece against splash effects and is used for 
cleaning of the welding nozzles. The  pro-
tective film prevents adhesion of welding 
splashes at gas nozzles and work piece 
surfaces. The welding pearls stay lying on 
the surface and can be wiped off easily. 
The welding seam is not affected.
article no.: 4005400
spray-tin of 400 ml

amasan rust-shock

Free of mineral oils, silicones and greases, 
amasan rust-shock leaves no residues or 
traces. Surfaces treated with rust-shock 
can be painted over after only a few 
minutes. The „chemical wrench“  frees  
rusted threads. The special product formula 
provokes a chill effect on the corroded part. 
The resulting thermal contraction causes 
microscopic cavities which allows amasan 
rust-shock with its high capillary effect to 
quickly penetrate thoughout the rusted 
joint. It then loosens the rust crystals within 
seconds, separating the corroded surfaces. 
Application: automotive maintenance and 
repair, building and agricultural machinery, 
ship and boat maintenance, oil industry, 
power plants and chemical production 
plants, heavy industry and mining.
article no.: 4013400
spray-tin of 400 ml

amasan cooling spray

quickly cools the work pieces to -45°C and 
allows the quick cooling resp. freezing of 
pipelines and motor parts.
article no.: 4017400
spray-tin of 400 ml

amasan leak detection spray 
(FCKW-free)

Environment-friendly foaming agent, DIN-
DVGW approval. For quick, easy and reli-
able detection of cracks or porous areas in 
pressure pipelines. amasan leak detection 
spray does not form any dangerous com-
pounds with the following gases: carbon 
dioxide (CO²), propane, butane, acetylene, 
hydrogen, natural gas and town gas, nitro-
gen, nitrous oxide (N²O) and fluorocarbon 
hydrogen. amasan leak detection spray is 
not combustible. It is anti-corrosive and can 
be tolerated by the skin, DVGW-tested.
article no.: 4000400
spray-tin of 400 ml
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amasan heat protection mat

free of asbestos, with an intermediate layer 
of metal foil - for covering heat sensitive or 
combustible objects during hard- or soft- 
soldering of copper pipes. Heat protection 
up to 700°C.
article no.: 4150033
dimensions: 330 x 500 mm 
article no.: 4180046
dimensions: 460 x 800 mm

amasan heat protection mat

for covering objects or placing under 
the spot where welding and soldering 
are taking place. Heat protection up to 
1.000°C.
article no.: 4130030
dimensions: 300 x 300 mm 
article no.: 4150030
dimensions: 300 x 500 mm

amasan splash cover

protection against soldering and welding 
sprayer and beads. Heat protection in case 
of constant load up to 600°C and for brief 
periods up to 750°C.
article no.: 4200100
50 m, 1 m width

amasan splash cover

protection against soldering and welding 
sprayer and beads. Heat protection in case 
of constant load up to 1.100°C and for brief 
periods up to 1.200°C.
article no.: 4390000
50 m, 1 m width

amasan heat protection paste 
type „W“

This is a soft paste which is applied with 
a spatula. It is particularly suitable for 
long soldering seams. It protects all heat-
sensitive materials during soldering and 
welding up to 3.000°C. Prevents the flow 
of heat within the material which is to be 
protected.
article no.: 4300101
bucket containing 1 kg

amasan heat protection paste 
type „F“

This is a solid paste which can be modelled 
by hand. It is best suited for the welding 
and soldering of pipelines. It protects all 
heat-sensitive materials during soldering 
and welding up to 3.000°C. It prevents the 
flow of heat within the material which is to 
be protected.
article no.: 4300100
bucket containing 1 kg

NOTES
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